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EBARA Pumps Europe

Ego 2 Slim U
Simple and complete
Ego 2 slim is the basic version with the following 
communication features:
• 2 output relay
• Min/Max input
• 0-10V input

Ego 2 Slim C
Ready for everything
Enhanced communication version:
• 2 output relay
• Min/Max input
• 0-10V input
• 4-20mA input
• PWM input
• Modbus connection (RS485 e TCP/IP)
• Web server
• Bacnet
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Evolution
never stops

Ego 2 slim flanged circulators now available in a two even more advanced version: Ego 2 slim U, more than 
basic version and, Ego 2 slim c, enhanced communication version for every needs.
Same design, same performance, same features:

• Enhanced design for cooling better
• New cable glands for quick and easy electrical installation
• Redesigned display and electronics
• Limited dimensions and weight 
• Two different communication options

EBARA Pumps Europe

Constant pressure

Proportional pressure

Fixed speed

Night mode

Auto mode

Technical data

Max. pressure: 10 bar

Liquid temperature: -10 ÷ +110°C

Ambient temperature: 0 ÷ +40°C

Max. glycol quantity: 30%

Minimum suction pressure:

0,05 bar a 50°C

0,4 bar a 80°C

1,1 bar a 110°C

Insulation class: F

Protection degree: IP44

Voltage: Monofase 1~230V
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